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Routing Table Partitioning for Speedy Packet Lookups in 
Scalable Routers. Full text, Publisher Site. Source, IEEE 
Transactions on Parallel and Distributed ... 
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The BGP routing table under SPAL is fragmented into 
subsets which constitute ... 4, Cache Memory Design for 
Show search tools Internet Processors - Chiueh, Pradhan - 2000 ... 


Nian-Feng Tzeng, "Routing Table Partitioning for Speedy 
Packet Lookups in Scalable ... "Cache Memory Design for 
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The PID is primarily used by the routing algorithm firmware 
to identify CPUs and define routing tables, as described in 
the topic Routing. ... A user may consider that this partition 
contains nine processors and wonder why some of them ... 
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You can use the -i flag, for example, to restore the routing 
table after a .... the number of processor shares that are 
available to the workload partition. ... 
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HORUS: Large Scale SMP Using AMD Opleron 
Processors 

Re Format: Microsoft Word - View as HTML 
Apr 24, 2005 ... The HORUS chip enables building large- 
scale, partitionable, distributed, ... Each processor has 
address mapping tables and routing tables. ... 

Routing Table Partitioning for Speedy Packet 
Lookups In Scalable ... 

A network processor equipped with hardware caches for 

capturing table lookup An extra advantage resulting from 

routing table partitioning is that the ... 
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Cisco IPS Release 12.0 Configuration 
Fundamentals Configuration ... 
Primary, main, or processor memory, which is reserved for 
the CPU to execute ... If you want to partition Flash 

memory, you must use a relocatable image and enough 

main system RAM to hold the routing tables and data 
structures. ... 
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resource partitioning on SMT processors. However, their 
work uses high-cost out- ... This routing program uses a 
routing table in which the ... 
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... Processor Query plane i query plan update i routing 
table update ... packet: XML Messages Query packets 
Control packet t random partitioning of queries. ... 
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